
 
ValueTech Multi-Vehicle Automatic Transmission Fluid 
ValueTech Multi-Vehicle ATF is a full synthetic transmission fluid specifically designed for today's 
technologically enhanced automatic transmissions. Including those requiring GM DEXRON®-VI, 
Ford Mercon®-V, Mercon®-SP & Mercon®-L V, Chrysler ATF+3 & ATF +4, Toyota T-11, T-111, T-IV & 
WS, Honda, Acura, Volvo, Mercedes, BMW. It is recommended for use in several heavy duty 
automatic transmissions. And backward compatible for use in transmissions previously serviceable 
by GM DEXRON®-11 or DEXRON®-111 and Ford Mercon among others. 

 
Formulated with synthetic  base stocks.  friction modifiers, seal conditioners,  shear stable viscosity modifiers,  anti-wear 
additives and additional components. ValueTech Multi-Vehicle ATF's advanced technology delivers ultimate protection 
and peak performance against shudder, slippage, leaks and gear wear commonly associated with transmission 
degradation. 

 
APPLICATIONS 
• Passenger cars 
• Light and heavy duty trucks 
• Buses, commercial vehicles, emergency vehicles 
• On and off highway vehicles 
• May also be used for power steering units and hydraulic systems 

 
FEATURES AND BENEFITS 
One fluid for virtually every worldwide transmission application 
• Reduces transmission fluid inventory 
• Prevents misapplication and expensive claims 
• Eliminates the need for converters 
• Highly shear stabile and improved wear protection 
• Superior anti-shudder  performance 
• Excellent flow properties at low temperatures and film protection at high temperatures 
• Extended life of service and performance 

 
RECOMMENDED PERFORMANCE SPECIFICATIONS 
Please consult application chart for full list of applications. Not recommended for use in continuously variable 
transmissions (CVT), dual  clutch  transmissions (OCT), or applications where  Ford Type Of  fluids are recommended. 
Refer to owner’s manual for manufacturer’s recommendation. 

 
 
 
  

  

 Test Method ASTM- -
D 

 

API Gravity 1298 32 
Appearance Visual Red 
Flash Point, COC °C/°F 92 204/400 
Pour Point, °C/°F 97 -45/-49 
Viscosity   

cSt @ 40°C 445 34.0 
cSt @ 100°C 445 6.0 

Viscosity Index 2270 153 
Brookfield Viscosity cP @ -40°C 2983 12,500 
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Typical Characteristics  



 

 

 
 
 
 
 
  
 
 
 
 
 
 
 
  
 
 
 
 
 

 
 
 

"Note: ValueTech Multi-Vehicle ATF is 
not recommended for use in extended 
drain heavy-duty, Continuously Variable 
Transmissions (CVT), Dual Clutch 
Transmission (DCT) or Type F. Always 
refer to owner’s manual for proper fluid 
recommendations.  
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